Product Information Sheet

COMMISSION DELEGATED REGULATION (EU) 2019/2015 with regard to energy labelling of light

sources

Supplier's name or trade mark: Rabalux

Supplier's address: Magyarorszag - Rabalux Vilagitastechnika Zrt., Kortefa 5., 9027 Gyér, HU

Model identifier: 2715

Type of light source:

Lighting technology used: LED Non-directional or DLS
directional:
Light source cap-type LED
(or other electric interface)
Mains or non-mains: MLS Connected light Yes
source (CLS):
Colour-tuneable light source: No Envelope: -
High luminance light source: No
Anti-glare shield: No Dimmable: No
Product parameters
Parameter Value Parameter Value
General product parameters:
Energy consumption in on- 42 Energy efficiency G
mode (kWh/1000 h), rounded class
up to the nearest integer
Useful luminous flux (duse), 2940 in Wide Correlated  colour 4 000
indicating if it refers to the flux cone (120°) temperature,
in a sphere (3602), in a wide rounded to the
cone (1209) or in a narrow cone nearest 100 K,
(909) or the range of
correlated  colour
temperatures,
rounded to the
nearest 100 K, that
can be set
On-mode power (Pon), 42,0 Standby power (Pg,), 0,00
expressed in W expressed in W
and rounded to the
second decimal
Networked standby power (P,et) 0,00 Colour rendering 81
for CLS, expressed in W and index, rounded to
rounded to the second decimal the nearest integer,
or the range of CRI-
values that can be
set
Outer Height 70 Spectral power See image
dimensions Width 400 distribution in the in last page
without Depth 400
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separate range 250 nm to 800

control gear, nm, at full-load

lighting

control parts

and non-

lighting

control parts,

if any

(millimetre)

Claim of equivalent power® - If yes, equivalent -
power (W)
Chromaticity 0,396
coordinates (x and y) 0,390

Parameters for directional light sources:

Peak luminous intensity (cd) 602 Beam angle in 120
degrees, or the
range of beam
angles that can be
set

Parameters for LED and OLED light sources:
R9 colour rendering index value -4 Survival factor 0,95
the lumen maintenance factor 0,90
Parameters for LED and OLED mains light sources:

displacement factor (cos ¢1) 0,50 Colour consistency 6
in McAdam ellipses

Claims that an LED light Yes®) If yes then 99

source replaces a fluorescent replacement claim

light source without integrated (W)

ballast of a particular wattage.

Flicker metric (Pst LM) 1,0 Stroboscopic effect 0,4

metric (SVM)

(). hot applicable;
(b):_: : not applicable;

Page2/3




FuDSH -ASAZTe Fas ST -BRsEITT

Lighting Measure Report

Caolor Parameter

Ghroma Coomdinatex=003861 y=0.3303 uel2258 veD.3335

Chroma Coomdinate /=0 22086 =0 50&7

GOTCCT=IT07E  Domingnl: da578 Bom  Bangsniar ba5T4nm  Peak Wanslngih: p=585.6nm
FWHM: 12594nm Purky:Pe=36.02% HRed RatiocFA=0.182 Groon Ralio:G=0.778 B AatioB=0.034
Color CRIL:Ra=81.32

Ai=Td R 2=R% A 3=56 A &S A S=TH A fafE A T=H3
A B-285 BSed AtO=74 Ail=T8 AIZ=43 A13=82 Al4=45
A15=T1

Luminoaity Paramates

Luminous Flige(380-Tadnmp 370 54im  Opdcal Power [(350-T80nmp SB0EW  Elliientl380-TH0nm| TH. 4omW

Electric Parameter
Voltage: Us220.2V  Curent l=210mA  Power; P42 55W  PF; PF0.8029

Cevice State
Wavsienigih Rangn. 380nm.780nm  Wawalgngth Interval, 1nm

CGE 1931 Clirsrma. g

™
Product Model: 2015 Manufacturer: B

Samgphs K. 1 Prodact Galegory! LED

Tos! Cond:Tg=24 2Cels Ta=24 ECals RH=E0 Maasura Dovice: Voiric X10 Sanes SC0 Spectrum Systam
Tost Date: 2017-11-15 Dparaton Sgr;
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